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NAIL 4" 0.C. (MAX.)

CONTINUOUS BEAD OF SEALANT
NAIL 8” 0.C. (MAX.) \

EXTEND FULL HEIGHT OF

5" FLASHING

EPDM MEMBRANE

/7 INSULATION

EXISTING FACIA. TYPICAL.

/

1 YYPICAL GRAVEL STOP DETAIL

NOTES:

HOLE IN MEMBRANE SHOULD EXTEND A MINIMUM OF
1/2" BEYOND CLAMPING RING AND SHOULD NOT BE
SMALLER THAN THE DIAMETER OF THE LEADER
PIPE.

INSULATION ADJACENT TO DRAIN TO BE
APPROPRIATE INSULATION WITH APPROPRIATE
BONDING SURFACE.

WATERBLOCK MIN. OF 1/2 OF 10 OZ TUBE PER 4"
DRAIN. USE ADDITIONAL WATERBLOCK FOR LARGER
DRAINS.

IN REROOF APPLICATIONS:

- REMOVE EXISTING FLASHINGS DOWN TO METAL
BOWL

- REPAIR OR REPLACE BROKEN DRAIN COMPONENTS
- DRILL AND TAP BROKEN DRAIN BOLTS AND
REPLACE IF NECESSARY.

SUMP AREA FIELD SEAM REQUIREMENTS:

A.

IF FIELD SEAM EDGE IS WITHIN 9" OF DRAIN
COMPRESSION RING, EPDM TARGET PATCH
REQUIRED.

IF FIELD SEAM EDGE IS WITHIN 9" TO 18" OF
DRAIN COMPRESSION RING, INSTALL A LAYER
OF 5" FLASHING CENTERED OVER SEAM EDGE.
5" FLASHING MUST EXTEND 3" MIN. BEYOND
EDGE OF SUMP.

SCALE: NTS

STRAINER BASKET

COMPRESSION RING

CONTINUOUS BEAD OF
WATERBLOCK (SEE NOTES)

EPDM MEMBRANE
BONDING ADHESIVE

2

MEMBRANE SLOPE LIMITS:
MAXIMUM SLOPE FOR STANDARD
MEMBRANE SHALL BE 6" / 127

4 YLYPICAL ROOF DRAIN DETAIL

SCALE: NTS

8" (MIN.)

SHINGLE UNDERLAYMENT
SHINGLES - INSTALL PER MANUFACTURER'S

REQUIREMENTS

1-1/4" HOT DIPPED GALVANIZED ROOF
NAILS AT 6" 0.C. MAX.

CONTINUOUS BEAD OF MFG WATERBLOCK

COUNTERFLASHING
BONDING ADHESIVE

RPF STRIP MUST EXTEND 1/2" BEYOND SEAM PLATE
MFG FASTENERS AND 2" SEAM PLATES @ 12" O.C.
SPLICE ADHESIVE OR BONDING ADHESIVE

PRIMER
\ REINFORCED PERIMETER FASTENING STRIP

N EPDM MEMBRANE

NAIL 12" 0.C.

| | 3" (MIN.) 3
|
|
I BONDING ADHESIVE
| RPF STRIP MUST EXTEND 1/2” BEYOND SEAM PLATE 2
If MFG FASTENERS AND 2" SEAM PLATES @ 12 O.C. =
| SPLICE ADHESIVE OR BONDING ADHESIVE °°
| PRIMER
| REINFORCED PERIMETER FASTENING STRIP
I / EPDM MEMBRANE
: F A =t=r\_ f —— INSULATION

| ﬂ /

172" (MAX) |
TYPICAL CURB FLASHING DETAIL 3
SCALE: NTS

NOTES:

1. REMOVE ALL EXISTING FLASHINGS, PIPE SURFACE MUST
BE FREE OF ALL RUST, GREASE, ETC.

LAP SEALANT 2. PIPE MUST BE AN ANCHORED TO BOTTOM SIDE OF
DECK TO ASSURE STABILITY.
STAINLESS STEEL CLAMPING RING
C Y 3. IF THE FLANGE OF THE PIPE BOOT OVERLAPS A FIELD
OR FACTORY SEAM, A "T” JOINT PATCH OR 6” X 6
f ******** (MIN.) PIECE OF MFG FLASHING MEMBRANE, CENTERED

MFG PIPE BOOT

INSULATION —\

OVER THE INTERSECTION IS REQUIRED.

4. MFG PRE-MOLDED PIPE BOOTS MAY BE CUT TO
HEIGHT, BUT NO LOWER THAN LAST REINFORCING RING.

5. APPLY PRIMER TO FIELD MEMBRANE BEFORE
PLACEMENT OF PIPE BOOT.

——EPDM MEMBRANE

5 YPICAL PRE—MOLDED PIPE FIASHING DETAIL

SCALE: NTS

TYPICAL

SHINGLE TIE—IN DETAIL

SPLICE ADHESIVE
POURABLE SEALER PLACED

SCALE: NTS

NOTE:
IF MULTIPLE PENETRATIONS EXIST,
THERE MUST BE 1” BETWEEN

TO SHED WATER PENETRATIONS.
METAL PENETRATION POCKET
9” FLASHING MEMBRANE
PRIMER _

2
SEAM EDGE TREATMENT =

2”
EPDM MEMBRANE—\ N
........................ =N

APPROPRIATE FASTENERS
@ 4" o.C.

ENS\3 /]

/ \— NON-SHRINKING GROUT
MAX.

TYPICAL PENETRATION POCKET DETAIL

6

o

SCALE: NTS

NOTES:

1. REMOVE ALL EXISTING FLASHINGS, LEAD, ETC.
PIPE SURFACE MUST BE FREE OF ALL RUST,
GREASE, ETC.

2. PIPE MUST BE ANCHORED TO BOTTOM SIDE
OF DECK TO ASSURE STABILITY.

T
€
A®

o

HOOD AND SEALANT
SEAM EDGE TREATMENT

INSULATED METAL SLEEVE
FASTENED TO DECK
FLASHING MEMBRANE

FLASHING MEMBRANE

SPLICE

SEAM EDGE TREATMENT
EPDM MEMBRANE

INSULATION —\ \

7

3. DO NOT INSTALL CLAMPING RING AROUND
TOP OF MEMBRANE FLASHING.

WOOD NAILER REQUIRED WHEN OUTSIDE
DIAMETER OF THE PIPE EXCEEDS 18"

USE THIS DETAIL WHEN THE IN-SERVICE
TEMPERATURE OF THE PIPE EXCEEDS 180 F.

ADHESIVE

8"(MIN.)

2(MIN.)

BN

Sh

TYPICAL HOT STACK FLASHING DETAIL

SCALE: NTS

REVISIONS

REV. DESCRIPTION DATE

CONSULTANT:

SALAMONE
&

ASSOCIATES, PC.

CONSULTING ENGINEERS

116 North Plains Industrial Road
Wallingford, Connecticut 06492
Phone: (203) 281-6895 Fax: (203) 287-8728

DISCLAIMER

THE INFORMATION INDICATED HEREWITH IS
THE SOLE PROPERTY OF SALAMONE &
ASSOCIATES, P.C. AND ANY REPRODUCTION
BY ANY METHOD IN PART IS STRICTLY
PROHIBITED WITHOUT WRITTEN PERMISSION
OF SALAMONE & ASSOCIATES, P.C.

NOTES:

PROJECT TITLE

CONTRACT DOCUMENTS FOR
ROOF REPLACEMENT AT

THE TRUMBULL
LIBRARY

TRUMBULL, CONNECTICUT

DRAWING TITLE

TYPICAL DETAILS

JOB NO. 849 3399.01

PROJECT MANAGER JAS

ENGINEER/DESIGNER SIS

DRAWN BY SIS
SCALE AS NOTED
DATE JUNE, 2016

CAD FILE: TRUMBULL LIBRARY/R-2

SEAL:

DRAWING NO.

R-2




X+2

Vi

X+2

X+2
X+2
Y+2
X-+4
Y+4
X+6

4172

2"
1/

REVISIONS

REV. DESCRIPTION DATE

CONSULTANT:

SALAMONE
&

ASSOCIATES, PC.

CONSULTING ENGINEERS

116 North Plains Industrial Road
Wallingford, Connecticut 06492
Phone: (203) 281-6895 Fax: (203) 287-8728

DISCLAIMER

THE INFORMATION INDICATED HEREWITH IS
THE SOLE PROPERTY OF SALAMONE &
ASSOCIATES, P.C. AND ANY REPRODUCTION
BY ANY METHOD IN PART IS STRICTLY
PROHIBITED WITHOUT WRITTEN PERMISSION
OF SALAMONE & ASSOCIATES, P.C.

NOTES:

PROJECT TITLE

CONTRACT DOCUMENTS FOR
ROOF REPLACEMENT AT

THE TRUMBULL
LIBRARY

TRUMBULL, CONNECTICUT

<+ | u | a > o Ol | + | | au|— X € || o |[—> X 4 | @ |aja| o | — N\ S— | w a |
Y|+ |+ | > Tx X X + o+ |+ |+ |+ | > x <[ > | + [+|+] + | > [x < > | + |+|+| + | > |x <| >~ | £ | + [
> > > X = > > > > > X > >|> > X > >|> > X > >
e )
X+4 ~
i = &5
v+e Y+2
X+2 ”
x+2 ISO 1/2” PER FOOT — CRICKETS
Y NOT TO SCALE 1/2” PER FOOT 4’ PANELS
| Y X+6 N
X
\4
X
Y+4 }><£
x x
N X+4 X
/A\ Y 2"
v yap y3-1/
X+a 2"
X+2 X+2 121/
Y+2 1172
Y+2 i
X+4 1/
X-+4 e
Y+4 o1/
Y+4 Y+4 i ”
Y+4 1/2 Y
X+4 8-
X+4 " L
2 FIL
Y+2 X+2 /Z"
X+2 2o FlL
. »” »
X2 e oy 7
Y R
) " LLE
\/Y X+4 4/1/2 - ” |SO Fl
X Y+4 2"
HE 51/ LER
> > ” |SO FlL
« X+6 A~ a 2
7 Y el
Y Y+6 baselay
X+8 3" isO
X+ X+8
Y+8 °Y+8
Y+2 £
&
X+4 X/ 4¢&— | || u |—> >>§<<— o |aufad] au —>Xé—  |aafau] a >>>§<<— |
< ¥ x| > | £+ B + | > |x <[ > | + [+|+] £ | > [x <| > | * ||| £ | »|x <| > | + | & E
Vid < < X X |>|>] X X X |>|>] X X < >
X 2
XTe ISO 1/4” PER FOOT
NOT TO SCALE 1/4” PER FOOT 4’ PANELS
SRS
x| > | x| > | x < S 1 Pl
=< | > > | x
—> o
+
>
.060 LSFR EPDM
FULLY ADHERED
1. CONTRACTOR SHALL FIELD VERIFY ALL ROOF DIMENSIONS AND TAPERED INSULATION
ROOF DRAIN, PENETRATION AND EQUIPMENT LOCATIONS. TYPICAL. MECHANICALLY ATTACHED
2. CONTRACTOR SHALL PROVIDE TAPERED INSULATION PLAN AS PER 1] |N\M'N- R—VALUE 20
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METAL DECK

TAPERED INSULATION PLAN
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